## HOLDRITE



## [HOLDRITE - \#103-18, \#103-26

- Versatile bracket ideal for sink, lavatory \& water closet plumbing solutions
- Galvanized steel bracket with 1-3/8" keyed holes on 2" centers
- Integrates with HOLDRITE \#701 and other HOLDRITE inserts
(2)

| Model\# | Bracket Size | For Pipe Size(s) | Box Qty |
| :---: | :---: | :---: | :---: |
| $103-18$ | $20^{\prime \prime}$ | $1 / 2^{\prime \prime}, 3 / 4 ", 1 "$ CTS | 50 |
| $103-26$ | $26 "$ | $1 / 2^{\prime \prime}, 3 / 4 ", 1 "$ CTS | 50 |



## [HOLDRITE LOCK-N-LOAD ${ }^{\text {TM }}$ - \#701

- Stub-out clamp ideal for lavatory/sink and toilet applications
- Integrates with \#103, \#110-R, and \#709 series brackets
- Compatible with CPVC, PEX, and Copper
- Tightens by hand - No tools required
- Eliminates glue at the stub-out application
- Secure fit prevents forward and backward movement

(2). | Model\# | Size | For Pipe Size(s) | Box Qty |
| :---: | :---: | :---: | :---: |
| 701 | $2 " \times 1-3 / 4 "$ | $1 / 2 "$ CTS | 50 |

## [HOLDRITE STOUT BRACKET ${ }^{\circledR}$ - <br> \#SB1S, \#SB2S, \#211, \#212

- Multi-purpose galvanized bracket supports various application solutions
- Ideal for lavatory, shower, water closet, vertical, horizontal and much more
- Telescoping design supports CPVC, PEX, Copper and other types of piping
- Numerous components integrate into multiple sides of the Stout Bracket
- Includes four screws
- CPVC tubing glues directly to clamp
- Meets UL 94 V-0 requirements

*. | Model\# | Size | For Pipe Size(s) | Box Qty |
| :---: | :---: | :---: | :---: |
| SB1S | $10 "$ to $18 "$ | Various | 50 |
| SB2S | $13^{\prime \prime}$ to $25 "$ | Various | 50 |
| 211 | $1 " \times 1-1 / 4 "$ | $1 / 2^{\prime \prime}$ CTS | 100 |
| 212 | $1 " \times 1-3 / 8 "$ | $3 / 4 "$ CTS | 100 |

