
CATEGORY 21

Roof Flashings

Hard Plastic Base Roof Flashings
• Thermoplastic hard base with elastomer collar
• Approved for type “B” installations
• Collar fits any roof pitch to 45°

• 18" x 18" available for code required areas
• Tested for ultraviolet, ozone and weather resistance
• Elastomer collar heat tested to 180°F

Product Code # Product Description Model Number UPC Barcode Cubic ft./Case Units/Case Lbs/Case

Standard

81750 9 ¼" x 13" Base for 1 ¼" or 1 ½" Vent Pipe HB1 012181-817506 1.380 20 8

81751 11 1⁄8" x 15" Base for 1 ¼" or 1 ½" Vent Pipe HB1LB 012181-817513 1.080 20 12

81755 9 ¼" x 13" Base for 2" Vent Pipe HB2 012181-817551 1.380 20 8

81756 11 1⁄8" x 15" Base for 2" Vent Pipe HB2LB 012181-817568 1.080 20 12

81760 11 1⁄8" x 15" Base for 3" Vent Pipe HB3 012181-817605 1.080 20 11

81765 12" x 15 ½" Base for 4" Vent Pipe HB4 012181-817650 1.080 20 13

18" x 18"

81931 18" x 18" Base for 1 ¼" or 1 ½" Vent Pipe HB118 012181-819319 1.430 10 11

81932 18" x 18" Base for 2" Vent Pipe HB218 012181-819326 1.430 10 11

81933 18" x 18" Base for 3" Vent Pipe HB318 012181-819333 1.430 10 11

81936 18" x 18" Base for 1 ¼", 1 ½", 2" and 3" Vent Pipe HB3118 012181-819364 1.430 10 11

Standard All Flexible Roof Flashings
• Tested for ultraviolet, ozone and weather resistance
• Elastomer collar heat tested to 180°F

• Fits any roof pitch to 45°
• Approved for Type “B” installations

Product Code # Product Description Model Number UPC Barcode Cubic ft./Case Units/Case Lbs/Case

81800 9" x 11-3⁄8" Base for 1 ¼" or 1 ½" Vent Pipe FB1 012181-818008 0.300 20 11

81805 9" x 11-3⁄8" Base for 2" Vent Pipe FB2 012181-818053 0.300 20 10

81810 10" x 13 ¼" Base for 3" Vent Pipe FB3 012181-818101 0.460 20 13

81815 12" x 14 ¾" Base for 4" Vent Pipe FB4 012181-818152 0.750 20 19

Standard Galvanized Steel Base Roof Flashings
• 24-gauge galvanized base with elastomer collar
• Fits any roof pitch to 45°
• Approved for Type “B” installations

• Elastomer collar heat tested to 180°F
• Tested for ultraviolet, ozone and weather resistance

Product Code # Product Description Model Number UPC Barcode Cubic ft./Case Units/Case Lbs/Case

Standard

81850 8 ¾" x 12 ½" Base for 1 ¼" or 1 ½" Vent Pipe GB1 012181-818503 1.270 20 19

81855 8 ¾" x 12 ½" Base for 2" Vent Pipe GB2 012181-818558 1.270 20 18

81860 10 ¾" x 14 ½" Base for 3" Vent Pipe GB3 012181-818602 1.780 20 26

81865 12" x 16" Base for 4" Vent Pipe GB4 012181-818657 1.660 20 29

81870 8 ¾" x 12 ½" Base for ½", ¾" or 1" Tubing GB5 012181-818701 1.270 20 26

18" x 18"

81872 18" x 18" Base for 1 ¼" or 1 ½" Vent Pipe GB118 012181-818725 2.590 15 34

81874 18" x 18" Base for 2" Vent Pipe GB218 012181-818749 2.590 15 34

81876 18" x 18" Base for 3" Vent Pipe GB318 012181-818763 2.590 15 35

81878 18" x 18" Base for 4" Vent Pipe GB418 012181-818787 2.590 15 35

81879 18" x 18" Base for ½", ¾" or 1" Tubing GB518 012181-818794 2.590 15 34
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Custom powder-coated colored flashings available, call customer service for availability. 
Caution: Do not use Petroleum base mastics, sealing compounds or paints on collar portion of all flashings, on all hardbase, flexible or rain collars.


