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QUALITY AT EVERY TURN™

1-800-752-2082
www.legendvalve.com

Gate Valve
Screw-In-Bonnet
316 Stainless Steel

125 WSP
600 CWP

Investment cast
Non-rising stem
Cast iron handle

Sizes: Threaded 1/2" to 2"

Swing Check Valve
316 Stainless Steel 
Body & Disk

125 WSP
600 CWP

Threaded ends

Sizes: Threaded 1/2" to 2"

T-751   STAINLESS STEEL INVESTMENT CAST 

T-750   STAINLESS STEEL INVESTMENT CAST  T-752   STAINLESS STEEL INVESTMENT CAST 

T-756  STAINLESS STEEL ISO 9002T-755   STAINLESS STEEL INVESTMENT CAST 

In-Line Check Valve
304 Stainless Steel 

250 CWP

Spring loaded
*Viton™ seat

Sizes: Threaded 1" to  1-1/4"

Globe Valve 
Screw-In-Bonnet
316 Stainless Steel

125 WSP
600 CWP

Inserted bonnet
Rising stem
Metal-to-metal seat
Cast iron handle

Sizes: Threaded 1/2" to 2"

*Viton is a registered trademark of Dupont
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Foot Valve
304 Stainless Steel 

250 CWP

Spring loaded
Buna-N seat

304 Stainless steel strainer

Sizes: Threaded 1" to  1-1/4"


