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OIL & GAS GLOVES
This standard applies to all kinds of 
protective gloves in respect of physical 
and mechanical aggressions caused by 
abrasion, blade cut, puncture and tearing.

abrasion resistance
blade cut resistance
tear resistance
puncture resistance
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uses
Cold Weather Construction, Tool Operation, 

Maintenance

Features
✚ Triple layer poly spandex shell with 3M™ Thinsulate™

✚ Additional layer of breathable Hipora Water resistant liner

✚ Dual stitched and reinforced thumb, palm and finger tips

✚  rubber texture coated and finger tip grips for added tactility and control

✚  3” gauntlet cuff with draw string for added protection against elements

✚ Flex molded Airprene™ and TPr knuckle guards

✚ Air mesh shell with 3M™ Thinsulate™ for cold protection

Features
✚ 10 Gauge brushed acrylic adds warmth when needed

✚ Low Profile, seamless knit construction 

✚ Soft and comfortable liner with great dexterity  

WEATHERMAN

THERMAL LINER

The choice for improved dexterity and  
tactility in cold climate conditions 

Winterize Any Lift Saftey Glove 

SIze  BLACk
SMALL GWM-6kS
MeDIuM  GWM-6kM
LArGe GWM-6kL 
XLArGe  GWM-6k1L 
XXLArGe  GWM-6k2L 

SIze  BLACk
SMALL GTL-13HVS
MeDIuM  GTL-13HVM
LArGe GTL-13HVL 
XLArGe  GTL-13HV1L 
XXLArGe  GTL-13HV2L 


