
Conduit Fitting Covers and Gaskets
Oval-Round F-35 Series, 1/2” - 4”
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• Galvanized steel or aluminum.
• Screws and washers mounted.
• Gaskets are neoprene rubber.
• For use with all standard conduit bodies, 

except Crouse Hinds and 22-3” and 
32-4” Red Dot/L.E. Mason.

• UL Listed.

Box Carton  Weight Per
Catalog No.    Old No. Description Quantity Quantity  100 Units

GALVANIZED STEEL — 1/2 - 4” 

11699 1/2F35C Blank, 2” 25 250 10 lbs.
11700 3/4F35C Blank, w” 25 250 13 lbs.
11701 1F35C Blank, 1” 20 200 15 lbs.
11702 1-1/4F35C Blank, 14”-12” — 25 32 lbs.
11703 2F35C Blank, 2” — 25 51 lbs.
11704 3F35C Blank, 22”-3” — 25 88 lbs.
11705 4F35C Blank, 32”-4” — 25 142 lbs. 

ALUMINUM — 1/2 - 4”

11710 1/2AF35C Blank, 2” 25 250 4 lbs.
11711 3/4AF35C Blank, w” 25 250 5 lbs.
11712 1AF35C Blank, 1” 20 200 7 lbs.
11713 1-1/4AF35C Blank, 14”-12” — 25 13 lbs.
11714 2AF35C Blank, 2” — 25 25 lbs.
11715 3AF35C Blank, 22”-3” — 25 36 lbs.
11716 4AF35C Blank, 32”-4” — 25 66 lbs.

GASKETS — 1/2 - 4”

11720 1/2F35G Full, 2” 100 1000 2 lbs.
11721 3/4F35G Full, w” 100 1000 2 lbs.
11722 1F35G Full, 1” 50 500 3 lbs.
11723 1-1/4F35G Full, 14”-12” — 600 5 lbs.
11724 2F35G Full, 2” — 400 7 lbs.
11725 3F35G Full, 22”-3” — 200 14 lbs.
11726 4F35G Full, 32”-4” — 150 20 lbs.

No. 11720 No. 11699
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