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WIRING DEVICES 

2 Way Splitters 
With Grounding Block 

“F” CONNECTOR CRIMP ON “F” CONNECTOR TWIST ON FEMALE TO FEMALE CONNECTOR 

Mini 2 Way Splitters 

Cat 
No. 

 
MHz 

Bag 
Qty 

Master 
Box 

 
Each 

45025 900 10 100  

 
Type 

Standard 

Cat 
No. 

 
MHz 

Bag 
Qty 

Master 
Box 

 
Each 

45030 900 10 50  
45032 1000 10 50  

45034 2050 10 50  

 
Type 

Standard 
Digital 

Satellite 

Cat 
 No. 

 
Type 

Bag  
Qty 

Master 
Bag Qty 

45060 RG6 10 100 
45062 RG6/U  

Quad Shield 
10 100 

45070 RG59 10 100 

 
Cat No. 

 
Bag Qty 

Master 
Bag Qty 

 
Each 

45100 10 100  

Cat 
 No. 

 
Type 

Bag 
Qty 

Master 
Bag Qty 

 
Each 

45080 RG6 10 100  
45090 RG59 10 100  

4 Way Splitters  
With Grounding Block 

Cat 
No. 

 
MHz 

Bag 
Qty 

Master 
Box 

 
Each 

45050 900 10 30  
45052 1000 10 30  

45054 2050 10 30  

 
Type 

Standard 

Digital 

Satellite 

8 Way Splitters 
With Grounding Block 

Cat 
No. 

 
MHz 

Bag 
Qty 

Master 
Box 

 
Each 

45055 900 1 10  
45057 1000 1 10  

45059 2050 1 10  

 
Type 

Standard 

Digital 

Satellite 

WITH 
NUT & 

WASHER 

Terminators 

 Splitters & ’F’ Connectors  

Cat No. Bag Qty MasterBag Qty Each 
45095 10 100  

3 Way Splitters  
With Grounding Block 

Attach to unused termi-
nals of splitters, couplers, 
amplifiers & outlets 

Built-in resister reduces 
ghosting & feedback 

 Terminates coaxial 
cable 

Crimp on to pre-
pared cable end 

 Terminates coaxial cable 

 Twist on to prepared cable end 

Couples 2 coaxial cables together that  
terminate in ‘F’ plugs 

Allows 2 units to be operated from one source 

Accepts coaxial ‘F’ fittings 

Allows 2 units to be operated from one source 

Accepts coaxial ‘F’ fittings 

Allows 3 units to be operated from one source 

Accepts coaxial ‘F’ fittings 

Allows 4 units to be operated from one source 

Accepts coaxial ‘F’ fittings 

Allows 8 units to be operated from one source 

Accepts coaxial ‘F’ fittings 

Cat 
No. 

 
MHz 

Bag 
Qty 

Master 
Box 

 
Each 

45040 900 10 30  
45042 1000 10 30  

45044 2050 10 30  

 
Type 

Standard 

Digital 

Satellite 

Split Feed Connectors 

Cat No. MHz Type Each 
45028 1000 Digital  

Bag Qty 

10 

F  RCA BNC 
 Design prevents moisture from entering the 

rear of the connector & an ‘O’ ring keeps 
moisture from entering through the nut 

Water-tight seal for outdoor applications & 
superior durability in all climates 

 Compression crimp protects the center con-
ductor from damage 

 Permanent connections do not pull off or 
become loose 

 Gold Plated contacts 
 RF signal containment ensures strong signal 

Cat  
No. 

 
Type 

Bag 
Qty 

Master 
Bag Qty 

 
Band 

F Male Compression 
45072 RG6 10 100 Yellow 
45074 RG6U Quad Shield 10 100 Blue 

45076 RG59 10 100 Red 

BNC Male Compression w/Extra Pin 
45102 RG6 Quad Shield 10 100  
45106 RG59 Quad Shield 10 100  

RCA Male Compression Connector 
w/Extra Pin & 6 Color Bands 

45112 RG6 Quad Shield 10 100  
45116 RG59U Quad Shield 10 100  

Compression Connectors 
Push-Lock 

Design 

Used by 
Cable TV & 

Satellite 
Companies 




