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Standard Series press Jaws
Standard Series Jaws for pureFlow™ System
For use with Standard Series Press Tools (CT400, 320-E, RP 330-B, RP 330-C, RP 340).

• Designed in conjunction with the PureFlow System fittings, ensuring total system
compatibility.

• Compatible only with RIDGID® Standard Series pressing tools.

• Backed by full RIDGID Lifetime Warranty.

Specifications
• Capacity – PureFlow (PEX) 1/2"-2"

catalog
No. Description

Weight Std.
pack

lb. kg

22653 1/2" Jaw for PureFlow 4 1.8 1
22658 5/8" Jaw for PureFlow 41/4 1.9 1
22663 3/4" Jaw for PureFlow 41/2 2.0 1
22668 1" Jaw for PureFlow 41/2 2.0 1
22673 11/4" Jaw for PureFlow 43/4 2.2 1
22678 11/2" Jaw for PureFlow 61/2 2.9 1
35343 2" Jaw for Pureflow 10 4.5 1

Standard Series propress® Xl-c™ Rings
For use with ProPress XL-C (copper fittings) and XL-S (stainless steel fittings).

• Patented ring design to make pressed connections for 21/2" - 4" copper or stainless steel
tube.

• XL-C Rings and V2 Actuator Jaw include patented swiveling feature that allows the tool
to connect to the ring at any angle relative to the tubing, allowing greater access in tight
spaces.

• Designed in conjunction with the ProPress XL-C fittings, ensuring total system
compatibility.

• Compatible only with RIDGID Standard Series pressing tools (CT-400, 320-E, RP 330-B, RP
330-C, or RP 340).

• Backed by full RIDGID Lifetime Warranty.

• V2 Actuator Jaw features jaw identification clips, for fast, easy identification of the
appropriate pressing jaw.

• Specifications

• Capacity – 2 1/2" - 4" copper or stainless steel tubing

catalog
No. Model No. Description

Weight Std.
packlb. kg

20483 XL-C/S 21/2" to 4" Rings, Actuator and Case Complete 401/4 18.2 1
20543 XL-C/S 21/2" Press Ring 6 2.7 1
20548 XL-C/S 3" Press Ring 93/4 4.4 1
20553 XL-C/S 4" Press Ring 113/4 5.3 1
21878 V2 V2 Press Ring Actuator For Standard RIDGID Tools 63/4 3.0 1
21103 XL-C/S XL-C Carrying Case Only 73/4 3.5 1

press Rings
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Rings for propress®

Rings for ProPress® permit access in tighter spaces and serve as an excellent complement to
your RIDGID® jaw sets. The swivel actuator allows a press tool to be placed +/-90 degrees to
the tube being pressed!

• Designed in conjunction with the ProPress System Fittings, ensuring total system
compatibility.

• V1 and V2 Kits are designed for use with RIDGID Standard Press Tools (CT-400, 320-E, RP
330-B, RP 330-C, or RP 340).

• C1 Compact Kits are designed for RIDGID Compact Press Tools (100-B, RP 200-B, RP 210-B).

• Standard Kit includes: press rings, actuator and carrying case.

Specifications
• Capacity – 1/2" to 2" copper and stainless steel tubing

Kits

catalog
No.

Model
No. Description

Weight Std.
packlb. kg

27423 V1 V1 Kit,1/2" – 11/4" Ring 103/4 4.9 1
27428 V2 V2 Kit, 11/2" – 2" Ring 135/8 5.9 1
28043 C1 C1 Kit, 1/2" – 1 1/4" Ring 81/8 3.8 1
28048 V1/C1 V1/C1 Combo Kit, 1/2" – 11/4" Ring 127/8 5.5 1

press Rings

Rings

catalog
No.

Model
No. Description

Weight Std.
packlb. kg

27998 V1/C1 1/2" Press Ring For ProPress 1/2 0.2 1
28003 V1/C1 3/4" Press Ring For ProPress 3/4 0.3 1
28008 V1/C1 1" Press Ring For ProPress 1 0.5 1
28013 V1/C1 11/4" Press Ring For ProPress 1 0.5 1
28018 V2 11/2" Press Ring For ProPress 11/2 0.7 1
28023 V2 2" Press Ring For ProPress 2 0.9 1

actuators

catalog
No.

Model
No. Description

Weight Std.
packlb. kg

21878 V2 V2 Press Ring Actuator For Standard RIDGID Tools 63/4 3.1 1
26163 C1 C1 Actuator 21/8 1.1 1
28033 V1 V1 Actuator 47/8 2.2 1

accessories

catalog
No.

Model
No. Description

Weight Std.
packlb. kg

28028 V1/C1 Carrying Case #1 for1/2" – 11/4" 3 1.4 1
28038 V2 Carrying Case #2 for 11/2" – 2" 3 1.4 1
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Megapress® Jaws & Rings
Megapress® Jaws and Rings
MegaPress Jaws & Rings join 1/2" to 2" commercially-available Schedule 5-40 Black Iron
Pipe when used with RIDGID® Standard Press Tools (CT-400, 320-E, RP 330-B, RP 330-C or RP
340) and Viega® MegaPress Fittings.

• Designed in conjunction with the MegaPress System fittings, ensuring total system
compatibility.

• Press connections can be made on a “wet" system.

• Flameless system eliminates the need for hot work permits.

• Backed by the RIDGID Full Lifetime Warranty against material defects and workmanship.

Specifications
• Compatibility – For use with MegaPress and MegaPressG fittings from Viega.

• Capacity – 1/2" to 2" commercially-available Schedule 5-40 black iron pipe.

catalog
No. Description

Weight Std.
packlb. kg

48553 1/2" to 2" MegaPress Kit For Standard RIDGID Press Tools 481/2 22.0 1
48558 1/2" to 1" MegaPress Kit For Standard RIDGID Press Tools 231/10 10.5 1

Jaws

catalog
No. Description

Weight Std.
packlb. kg

37958 1/2" MegaPress Jaw For Standard RIDGID Press Tools 43/4 2.2 1
37968 1" MegaPress Jaw For Standard RIDGID Press Tools 63/4 3.1 1
37963 3/4" MegaPress Jaw For Standard RIDGID Press Tools 51/4 2.4 1

Rings & actuator

catalog
No. Description

Weight Std.
packlb. kg

21878 V2 Press Ring Actuator For Standard RIDGID Tools 63/4 3.0 1
37973 11/4" MegaPress Ring For Standard RIDGID Press Tools 6 2.7 1
37983 2" MegaPress Ring For Standard RIDGID Press Tools 6 2.7 1
37978 11/2" MegaPress Ring For Standard RIDGID Press Tools 61/2 2.9 1

accessories

catalog
No. Description

Weight Std.
packlb. kg

48563 MegaPress Carrying Case 62/5 2.9 1
37993 1/2" to 1" MegaPress End Prep Tool 11/2 0.7 1
37988 11/4" to 2" MegaPress End Prep Tool 21/4 1.0 1
38008 Abrasive Strips (Box of 10) -1/2" -3/4" 1/4 0.01 1
38003 Abrasive Strips (Box of 10) - 1" - 2" 1/4 0.02 1


